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Expedition Accessories. Expedition
Series accessories start with the TD30
cassette recorder/player that fits neatly
into a special compartment above the
EX30’s mixer to provide background
music, record meetings or musical per-
formances. There is even a pitch control
that allows the tempo of the music to be
adjusted for aerobic applications. 

For even more freedom, Expedition can
incorporate a variety of Samson wireless
systems that offer superior RF and audio
performance already proven on stages
around the world.

Expedition enclosures are injection-
molded with Polypropylene and feature
substantial internal bracing to support
the side wall construction. The result is a

loudspeaker that’s lightweight and compact, yet also strong and
rigid allowing maximum energy to be delivered to the sound out-
put. Convenient fly-points, a steel grill and a scuff-resistant tex-
tured finish ensure exceptional versatility, ruggedness and depend-
able performance. 

The Expedition is extremely portable. With a telescoping handle
and locking wheels, taking fully professional audio anywhere you
need to go has never been easier.

Applications

• Clubs and Performance Halls

• Mobile DJs

• Houses of Worship

• Corporate Rentals

• Fixed Installations

• Applications where portable audio is required

The EX30 is an active monitor with a
built in stereo mixer and digital effects
processing. The 4-channel mixer fea-
tures two Mic/Line channels and a
Stereo Channel with mic pre. In addi-
tion to a standard TRS stereo line
input, channel three also has RCA
inputs that allow the user to easily
interface a CD, MiniDisk or Tape
player. The digital effects section has
six reverb presets that range from a
touch of room ambience to lush halls. 

The EX30’s mixer has balanced XLR
Left and Right outputs for daisy-
chaining additional enclosures in
stereo, recording and presentation or
performance. The mixer’s output can
be monitored via its multi-segment
VU meter, and there is also an LED meter indicating power
level available from the optional RB20/30 rechargeable bat-
tery cartridge. Designed as a completely portable, all-in-one
PA system with digital effects, the EX30 is ideal for people on
the move. 

The EX30 enclosure is equipped with a custom designed,
Kevlar-impregnated 12″ Low Frequency driver with a 2.5″
voice coil and Kapton former, and a 50 oz barium ferrite
magnet for accurate and super tight bass response. Expedition’s
High Frequency section employs a 1″ compression driver with
a specially designed phenolic diaphragm, along with an ellipti-
cal wave guide horn design that reduces nearly all diffraction,
and a phasing plug that produces a linear response with a
clear, sweet top end.
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ARCHITECT’S & ENGINEER’S 
SPECIFICATION

The speaker system shall be a powered two way mono

cabinet with mixer consisting of a 12″ heavy duty driver

and a 1″ compression driver. The amplifier shall provide

150W to the 12″ driver and 50W to the 1″ driver. The cabi-

net shall have an impedance of 8 ohms and a frequency

response shall be 60Hz—15kHz ± 3 dB. The EX30 shall pro-

vide an internal crossover and the crossover frequency shall

be 1.8k (12 dB pe octave). The rear panel shall have 1/4″
and Speakon inputs and extension outputs.

The EX30 shall have a 4 channel stereo mixer with dig-

ital signal processing offering 6 preset effects. The mixer

shall have 2 mic inputs (XLR) and one stereo input (XLR or

1/4″), and RCA inputs. The unit shall provide a left and

right line out for use with a powered speaker to maintain

the stereo image. The EX30 shall make itself available to

options such as the Samson TD30 (variable speed cassette

player/recorder), Samson BT2030 (rechargeable battery)

and is wired to accept and power Samson’s VM1, UM1 or

UM32 wireless receivers.

The speaker system shall have a telescoping handle

and wheels for easy mobility. The speaker system shall have

a 1 3/8″ pole mount receptacle and fly points for Omni-

mount wall and ceiling brackets. The dimensions shall be

20.75″ (575 mm) high, 14.25″ (362 mm) wide and 16.5″
(419 mm) deep. Weight shall be 45 lb. (20.4 kg). The

speaker system shall carry a one-year warranty.

The speaker system shall be a SAMSON Expedition

EX30.

Specifications subject to change without notice. ©2000 Samson

EX30 SPECIFICATIONS
Type Powered 2-Way Speaker System

Power Rating

LF 160W

HF 40W

Frequency Response 60Hz – 15KHz ± 3dB

Sensitivity 1W, 1m (Internally Bi-Amped)

Normal Impedance (Internally Bi-Amped)

LF Driver 12″ Heavy-duty driver 2.5″ voice coil,

50 oz barium ferrite magnet

HF Driver 1″ compression driver

Crossover Frequency 1.8K (24 dB per Octave Linkwitz-Riley

Constant Phase)

Mounting Integral 1 3/8″ Pole Mount Receptacle, Fly Points

Dimensions 

Height 20.75″ (575 mm)

Width 14.25″ (362 mm)

Depth 16.5″ (419 mm)

Weight 45 lbs (20.4 kg)

Stereo Mixer Section

Inputs 2 Mic/Line, XLR/TRS plus a Stereo Line

Input w/ Mic TRS/RCA/ XLR

Outputs +4 Balance XLR

Frequency Response 10Hz – 50KHz

Cross talk 70dB @ 1KHz

Effects DSP Reverb with 6 presets

Options

TD30 Variable speed Cassette player/recorder

BT2030 Rechargeable battery

MP1020 Mounting plate

Mounting plate required for use with OmniMount™ mounting brackets.


